SITE DATA TABLE

TAX REFERENCE:
MAP 119-9
PARCEL 202

2849 LOGAN STREET
NASHVILLE, TENNESSEE 37211

EXISTING BASE ZONE CS
PROPOSED BASE ZONE SP

GROSS SITE ACREAGE 0.31 AC

USAGE SQUARE FOOTAGE
7,500 SF AUTOMOBILE REPAIR BUILDING

FAR MAXIMUM 0.60
PROVIDED 0.55

ISR MAXIMUM 0.90
PARKING/DRIVEWAY ISR: 0.28
BUILDING ISR: 0.55

TOTAL ISR: 0.83

SETBACKS:

FRONT YARD -45'(CENTERLINE OF LOGAN STREET)
REAR YARD - 20

SIDE YARD - O

TOTAL PARKING REQUIRED 9
TOTAL PARKING PROVIDED 9

SP ZONING SUBMITTAL FOR

FUROTECH AUTOMOBILE REPAIR AND SERVICE FACILITY

2849 LOGAN STREET
NASHVILLE, DAVIDSON COUNTY, TENNESSEE 37211

SP NUMBER 2007SP-026U-11
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NOTE:

FOR ANY DEVELOPMENT STANDARDS, REGULATIONS AND
REQUIREMENTS NOT SPECIFCIALLY SHOWN ON THE SP PLAN
AND/OR INCLUDED AS A CONDITION OF COMMISSION OR
COUNCIL APPROVAL, THE PROPERTY SHALL BE SUBJECT TO
THE STANDARDS, REGULATIONS AND REQUIRMENTS OF THE
CS ZONING DISTRICT AT THE EFFECTIVE DATE OF THIS
ORDINANCE, WHICH MUST BE SHOWN ON THE PLAN.
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DEVELOPMENT SUMMARY

COUNCIL DISTRIZT NUMBER - 16
DISTRICT COUNCILMEMBER - ANNA PAGE
OWNER OF RECOURD -
LOCGAN STREET PARTNERS, LLC
2845 LOGAN STREET
NASHVILLE, TENNESSEE 37211
(615) 325-9118

SP ZONING APPFLICATION
PLAN PREPARATION DATE: DECEMBER 27, 2006

DESIGN PROFESSIONAL: RUSSELL E. PITZER, PE
MANAGING MEMBER

PBJ ENGINEERING DESIGN DEVELOPMENT, LLC
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US FEMA FIRM MAP NUMBER 47037C0O351F,

COMMUNITY NUMBER 470040
PANEL 351 OF 453, DATED 4/20/01

THE SOILS UNDERLYING THE SUBJECT PROPERTY
CONSIST OF MAURY-URBAN LAND COMPLEX, WHICH
CONSISTS OF DEEP, GENTLY SLOPING TO SLOPING,
WELL DRAINED MAURY SOILS AND URBAN AREAS ON
UPLANDS IN THE OUTER PART OF THE NASHVILLE
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SPECIFIC PLAN NOTES

1. THE PURPOSE OF THIS SPECIFIC PLAN (SP) SHALL BE
THE DEVELOPMENT OF 7,500 SQUARE FOOT AUTOMOBILE
REPAIR AND SERVICE FACILITY.

2. THE ALLOWABLE LAND USE FOR THE SP DISTRICT SHALL
BE AUTOMOBILE REPAIR AND SERVICE.

3. THE SALE OF NEW AND USED AUTOMOBILES SHALL BE
PROHIBITED ON THE SUBJECT PROPERTY.

4. IF REQUESTED BY ADJOINING PROPERTY OWNERS, THE
OWNERS OF THE SUBJECT PROPERTY AGREE TO INSTALL
AND MAINTAIN BUFFERS IN ACCORDANCE WITH METRO
REQUIREMENTS.

5. NO EXTERIOR, OVERNIGHT STORAGE SHALL BE ALLOWED
FOR VEHICLES, VEHICLE PARTS, OR REPAIR AND SERVICE
EQUIPMENT.

6. THE OPERATIONS OF THE SUBJECT PROPERTY SHALL OCCUR
DURING NORMAL BUSINESS HOURS, WITH NO DELIVERIES
OR REPAIR AND SERVICE WORK OCCURING AFTER 7:00 PM
AND BEFORE 6:00 AM.

7. ;ﬂESSéJBJECT PROPERTY SHALL BE DEVELOPED IN ONE (1)

8. THE DEVELOPMENT ON THE SUBJECT PROPERTY SHALL BE A
ONE-STORY METAL BUILDING, WITH THE FRONT FACED
WITH BRICK VENEER AND SPLIT FACE BLOCK.

9. CONSTRUCTION SCHEDULE - CONSTRUCTION IS SCHEDULED
TO START IN APRIL, 2007, AND BE COMPLETED BY
OCTOBER 31, 2007.

10. THE SP DISTRICT SHALL CONTAIN NO DWELLING UNITS.

11. THERE ARE NO FLOODPLAINS, FLOODWAYS, OR BUFFERS
LOCATED ON THE SUBJECT PROPERTY.

- 12. METRO WATER SERVICES - STORMWATER (78-840): ANY
EXCAVATION, FILL, OR DISTURBANCE OF THE EXISTNG
GROUND ELEVATION MUST BE DONE IN ACCORDANGE WITH
STORM WATER MANAGEMENT ORDINANCE NO. 78-840 AND
éEE\F\}%\éESD BY THE METROPOLITAN DEPARTMENT CF WATER

13. METRO WATER SERVICES - STORMWATER (ACCESS): METRO
WATER SERVICES SHALL BE PROVIDED SUFFICIENTAND
UNENCUMBERED INGRESS AND EGRESS AT ALL TIMES IN
ORDER TO MAINTAIN, REPAIR, REPLACE, AND INSPECT
ANY STORM WATER FACILITIES WITHIN THE PROPERTY.

14. ANY EXCAVATION, FILL OR DISTURBANCE OF THE
EXISITNG GROUND ELEVATION MUST BE DONE IN
ACCORDANCE WITH STORM WATER MANAGEMENT ORDINANCE
NO. 78-840 AND APPROVED BY THE METROPOLITAN
DEPARTMENT OF WATER SERVICES.

15. SIZE DRIVEWAY CULVERTS PER THE DESIGN CRITERIA SET
FOTH BY THE METRO STORMWATER MANUAL. (MINIMUM
DRIVEWAY CULVERT IN METRO ROW IS 15" CMP).

VR

. THIS DRAWING IS FOR ILLUSTRATION PURPOSES TO
INDICTATE THE BASIC PREMISE OF THE DEVELOPMENT.
THE FINAL LOT COUNT AND DETAILS OF THE PLAN SHALL
BE GOVERNED BY THE APPROPRIATE REGULATIONS AT THE
TIME OF FINAL APPLICATION.

17. ALL CONSTRUCTION PLANS SUBMITTED AFTER FEBRUARY 1,
2007 WILL BE REQUIRED TO MEET THE REVISED 2006
STORMWATER MANAGEMENT REGULATIONS. OF THOSE
SUBMITTED PLANS, THEY MUST BE DEEMED SUFFICIENT BY
MARCH 1, 2007 AND HAVE PASSED TECHNICAL REVIEW BY
MAY 1, 2007. ALL CONSTRUCTION PLANS THAT DON'T

MEET THIS CRITERIA WILL BE SUBJECTED TO THE 2006
STORMWATER MANAGEMENT REGULATIONS
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PLANT SCHEDULE
QUANTITY | COMMON NAME BOTANICAL NAME HEIGHT | TRUNK | REMARKS
TREES ,
3 River Birch Betula nigra 12'- 14 2" Cal.
4 Yoshino Cherry Prunus yedoensis 8'-10' 2" Cal.
SHRUBS .
65 Otto Luyken Prunus laurocerasus 'Otto Luyken' 3 Gal. Min. 3'0.C.
ORNAMENTAL GRASSES
I l | l
GROUNDCOVER
l | | |
TURF
SEED Hybrid Fescue Seed Festuca x hybrid 'Falcon IV, Hound Dog V, Jaguar 3, Ultimate Inferno’ Hogan Seed Company
1-888-224-6426

NOTE:

SET TOP OF ROOT BALL 2"
ABOVE ADJACENT FINISH
GRADE.

GRADE AT WHICH TREE
GREW IN NURSERY

3" PINE BARK
MULCH

}3%&2— DO NOT CUT
{ CENTRAL LEADER

NO MULCH WITHIN 3" OF
TRUNK. ROOT FLARE
MUST BE VISIBLE

REMOVE ALL WIRE FROM
ROOTBALL. REMOVE BURLAP
FROM TOP 1/3 OF ROOTBALL.

DIAMETER OF THE HOLE FOR
BALLS UP TO 2' SHALL BE
TWICE THE DIAMETER OF BALL.
DIAMATER OF HOLE FOR BALLS
2' AND GREATER SHALLBE 2

3" LARGER THAN THE DIAMETER

LANDSCAPE NOTES:

TAKE PRECAUTIONS TO PREVENT DAMAGE TO THESE UTILITIES.

OTTO LUYKEN - 6
3GAL.-3'0.C.

RIVER BIRCH -1
2" CAL.

THE LANDSCAPE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL UTILITIES AND

2. THE LANDSCAPE CONTRACTOR SHALL COORDINATE ALL CONSTRUCTION WITH
THE APPROPRIATE UTILITY COMPANIES AND SHALL BE RESPONSIBLE FOR ALL

DAMAGE TO UTILITIES.

3. ALL PLANTING BEDS OR MULCH BEDS SHALL BE SPRAYED WITH ROUND-UP OR
HAND WEEDED (CONTRACTOR'S OPTION) PRIOR TO THE INSTALLATION OF MULCH.

5. ALL PLANTING AREAS SHALL BE FERTILIZED WITH 12 Ibs./1000 S.F. OF .
10-10-10 FERTILIZER.

6. ALL PLANTING BEDS SHALL HAVE A MINIMUM OF 3" DEPTH OF PINE BARK'
MULCH.

7. THE LANDSCAPE CONTRACTOR SHALL VERIFY ALL MATERIAL QUANTITIES.
IN THE EVENT OF A DISCREPANCY, THE QUANTITIES SHOWN ON THE PLAN
WILL TAKE PRECEDENCE.

OF THE BALL.

P

DECIDUOUS TREE PLANTING

NOT TO SCALE

Space as shown

Mulch 1/2" below
Sidewalk

Sidewalk ——\
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Roll down top 1/3
of burlap on B&B

Undisturbed Soil
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PRIOR TO FINAL PAYMENT.

COMPACTED SOIL MIXTURE.

4. THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR THE FINE GRADING
OF ALL PLANTING AREAS. INSURE POSITIVE DRAINAGE OFF LANDSCAPE BERMS.

8. THE LANDSCAPE CONTRACTOR SHALL PROVIDE THE OWNER WITH WRITTEN
INSTRUCTIONS ON THE PROPER CARE OF ALL SPECIFIED PLANT MATERIALS

{ \/>\/, DIAMETER SHALL SIT ON MOUND
/\/\ \§ * OF UNDISTURBED SOIL TO 9. ALL DISTURBED AREAS SHALL BE SEEDED. SEED ALL ISLANDS.
’7\\//\\\\ A ~PREVENT SETTLING. BALLS~ - , , ; , ,
INVN SMALLER THAN 2' MAY SIT ON 10. GROUND COVER, WHEN USED, SHOULD EXTEND UNDER SHRUBS AND TREES.

11. ANY SHRUBS PLANTED WITHIN THE SIGHT TRIANGLE MUST BE MAINTAINED AT

A MAXIMUM HEIGHT OF 3 1/2'.

12. TREES AND SHRUBS THAT DO NOT’MEET CURRENT ANSI STANDARDS FOR
NURSERY STOCK WILL BE REJECTED. ONLY GRADE "A" PLANTS WILL BE
ACCEPTED.

13. ALL NEW LANDSCAPING TO BE IRRIGATED.

Berm to ensure
Positive drainage
off planting bed

3" Pine Bark
mulch

Heavy Duty Plastic

S S
\\/ &\/ \//<\\/;<\ Landscape edging
R \— Backiill with

,//}*//\ good clean topsoil

SHRUB / GROUNDCOVER PLANTING

NOT TO SCALE

TREE DENSITY CALCULATIONS INTERIOR PLANTING

SITE ACREAGE: (13,849 SF) 0.31 AC INTERIOR PARKING SPACES: 4
1 TREE/15 SPACES:

MINUS BUILDING AREA: (7,525 SF) 0.17 AC ,
TREES REQUIRED: 1

ADJUSTED AREA: 0.14 AC TREES PROVIDED: 1

MULTIPLIED X 14 TDU = 14 TDU

TDU REQUIRED: 2.0 ANY CHANGES IN PLANT MATERIAL MUST

PROTECTED TREES: 0 BE APPROVED BY THE LANDSCAPE

ARCHITECT PRIOR TO SUBSTITUTION.

REPLACEMENT TREES: |

7-2"CAL.X05= 35

TOTAL TDU PROVIDED: 35
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